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Standard: 
Colours: 
• solid parts: 7035 RAL (Light grey) 
• moving parts: 2003 RAL (Pastel orange) 
 
EXPERT gearbox: 
• Oil CLP 460 SF 

12 litres 
 
Drive: Cardan shaft and SEW Servogetriebemotoren 

| with smooth shaft (see picture 1) 
 
Automatic lubricator for the roller 
Bellows for lower and upper position 
 
Specifications: 
• vmax = 0,68 m/s 
• amax = 2,47 m/s²  

 | depending on the load case. 
| with default configuration  
| SEW motor with 22 kW converter. 
 

• Accuracy = ± 0.5 mm 
• Repeatability = 0.1 mm (at rest) 

 | without control, purely mechanical 
 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

 

 
   

Key data of the EH23M:  
 

Hub (mm) 1000 1500 2000 2500 2900 
Height BH (mm) 2506 3006 3506 4006 4406 
Dimensions W x D 
(mm) 

580 x 935 

Weight per 
100 mm (kg) 

55 

Carrier (kg) 167 
Net weight (kg) 701 1143 1585 2027 2414 
Installation 
position drive 

A and B 

Cardan or motor see picture 1 
Lift-Time (s) see diagram 1 
Loads x Distance see diagram 2 / picture 2 

 

 
Further products of the EXPERT-Heber series:  
 

Type / Class Nominal load 
(kg) 

Maximum 
stroke (mm) 

EH12 – Type 1 1075 1200 
EH18 – Type 2 2000 1800  
EH23 – Type 3 2550 2900 
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Accessories: 
• Initiators for multiple positions 
• Standard SEW  

|optional other manufacturers 
|Motor adaptations/ couplings 

• Energy Chain 
• Automatic carriage lubrication  
• Automatic PLC controlled lubrication systems 
• Position locks pneumatics 
• Lock comb with maintenance stakeouts manual or pneumatic 
• Other accessories and versions on request 

 

Product: 
www.expert-tuenkers.de >products >Transporting 
Technology 
 
Contact 
www.expert-tuenkers.de > Sales 
 
For further information and project inquiries please 
contact us at sales@expert-tuenkers.de 
 
*Strokes were determined for standard configurations, 
Deviation possible.  
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Diagram 1 - Lift Time* / Stroke

1200 kg 1700 kg 2200 kg 2520 kg

Picture 1 | Connection possibilites (A or B) 

Drive A 

Drive B 

Picture 2 | Torques and Forces  
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Diagram 2 - Offset Side and Tilt Offset

1200 kg 1700 kg 2200 kg 2520 kg

MTilt= 51800 Nm 
Moffset= 51800 Nm 
FA=26737 N 

 

https://www.expert-tuenkers.de/products/transporting-technology/mn_44500
https://www.expert-tuenkers.de/products/transporting-technology/mn_44500
https://www.expert-tuenkers.de/publish/viewfull.cfm?objectid=04bc2545_f1b3_b695_9a82057871b2846d
mailto:sales@expert-tuenkers.de

