DATASHEET | ETSR 2 | for 2 Stations / 180° Degrees

Hybrid Slip Ring

Rotation speed

Air connections

Power supply

Fieldbus

Anti-rotation

Lifetime

Operating temperature

Weight

Dimensions

Operating pressure

4 x pneumatic threaded holes
for fittings 3/4" BSPP.
(plug included)

| Ol [€]l
307.5 N\
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——— 1xM8310
for drivi 0g
(not included)
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1 x pneumatic threaded hole
/ for fittings 1" BSPP.

{9 EXPERT

Indexing & Positioning.

Specification

max. 60 rpm

Input: 1 x 1” BSPP
Outputs : 4 x 3/4 "BSPP
2x Olflex Classic 110 4x1,5mm2 (LAPP 1119904) 24V/6A
1x HO7V-K GNYE 6mm2 (LAPP 4520004) PE (20A)

1x ETHERLINE® Cat.5e Flex 2x2xAWG26/7 (LAPP 2170284)
M8x10 thread

~80 millions of revolutions*
5-60°C
6 kg

see drawings

6 (x1) bar

* With strain relief connectors, default length 1m

All dimensions in mm

,)'“H 4% M8110

Tightening
/ Torque : 33 Nm
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DATASHEET | ETSR 2 | for 2 Stations / 180° Degrees

Hybrid Slip Ring

Wire Allocation

@EXPERT

ndexing & Positioning.

Cable Wire-Nr. Rated Voltage Function Cable
Output Colour Rated Current Input
Al GNYE 20A PE A2
1
C1 2 24V Cc2
D1 3 ZNTS Supply D2
4
WH/OG (TD+)
OG (TD-)
Ethernet
B1 WH/GN (RD+) 100BASE-TX Profinet B2
GN (RD-)
SH (Shield)
s Advantages
e Standardized on-boad Plug & Play solution e Multi-filament brushes for safe redundancy.
e Fully assembled Slipring with adapter and towing arm/dog e Cost-effective
¢ Maintenance-free up to 80 Million revolutions e  Short delivery times
Mounting notes
1. The protective housing is a cover only DO NOT use it for rotary union mounting purpose.
2. Pneumatic fittings tightening: only 1/4 turn is enough after stop.
3. Driving dog/anti-rotation interface with the fork: driving dog shall have some play.

Driving pin diameter =D - 2
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