Data Sheet — Eccentric Lifter — EFE — Type 2 E;(mgpgn?"g

Lifting Unit for Conveyor Technology
L

H+Stroke ,

Gear motor

Shaft

Inductive

f Toothed belt \ proximity switch

Connector panel

Base plate with plug
Key Data EFE Type 2 Standard:
Lifting stroke (mm) 80 | 100 | 120 Colors:
Total height H (mm) 200 e Fixed parts: 7035 RAL (light grey)
In lower position " (25 mm adjustable) Movi . 1004 RAL (qold I
Total height H (mm) 280 200 20 e Moving parts: (golden yellow)
In upper position "
Total width B 2 (mm) Outside: 1060 .
Total lenght L 2) (mm) 3380 Drive system:
© 9 e Gear motor with toothed belt
Motor position * Center
") with EXPERT-TUNKERS Rollerbed add approx. 200 mm
2) Special dimensions available on request Technical Data:
e Max. load capacity 2.000 kg
o Lifting speed 100°/s
Type Lifting Total load Motor * R
Class stroke capacity Frequency inverter ¢ Output shaft angle 180
(mm) (kg) (kW) o Typical lifting time for 100mm 2s
K67 DRN90S4BE2
EFE - Type 1 80 -120 1.300 MOVIMOT flexible
MMF3 2,2 kW -5,5A
K77 DRN9OL4BE5
EFE - Type 2 80 -120 2.000 MOVIMOT flexible
MMF3 3,3 kW -7 A
K77 DRN100L4BE5
EFE - Type 3 80-120 3.000 MOVIMOT flexible
MMF3 5,5 kW - 12,5 A
*) Additional motor manufacturers available on request
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Lifting Unit for Conveyor Technology

Stroke time 80 mm | 100 mm | 120 mm

®  Y-Connection type 50 Hz A-Connection type 50 Hz =®@= Y-Connection type 60 Hz =®= A-Connection type 60 Hz
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The example shows the standard configuration for
a customer load of 2.000kg with an SEW-Motor .
EFQ-603-0064

SEW Motor
K77 DRN90L4BE5

\ MOVIMOT flexible

MMF3 3,3 kW -7 A

Base frame

Accessories: Product details:

» Base frame and foundation plate www.expert-tuenkers.de/products/transporting-
technology/efe-eccentric-lifter

o Walk-on safety cover
e Base frame for stationary roller conveyor Contact person:

* Motorized / non-motorized support console, www.expert-tuenkers.de/sales-department.de
can be installed between two stations if required

For further information and project inquiries, please
contact us at salesvb13@expert-tuenkers.de
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