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EFG-Z Level Lifter
space saving – robust - accurate



© EXPERT-TÜNKERS GmbH 20252

®

The Level lifter is an automated lifiting system for body-in-
white construction. It transports body components
vertically between production level and efficiently
connects higher-level conveyor systems.

• Lifiting and lowering of body shells between production
levels

• Integration into existing prodiction lines

• Buffering and transfer of components to downstream
processing stations

• Optimisation of material flow in multi-storey production
areas

Application
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• Customer load up to 3.000 kg

• Vertical lift up to 12.000 mm

• Lifting speed up to 50 m/min

• Lifting accuracy ± 1 mm

Technical Data
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Development in comparison
EFG-Z with bottom drive vs. EFG with top drive

Drives at 

the bottom

Rocker-mounted

double rollers

Toothed belt

Deflection pulley with

maintenance plug at the top

Drive unit with

maintenance plug at 

the top

Belt lifter

Railing with protective

enclosure

Space in the under-

floor space (no pipes)
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• Drive station with safety concept
with two motors and two toothed belts

• Gearbox – servo motor according to 
customer specifications

• Flexibly controllable by means of 
frequency converter

• Second motor as alternative drive

• Immediately ready for operation by 
means of coupling

• Quick resumption of production

Drive unit with
standby - motor
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Reduced top-heaviness  More stable structure and lower load

Easy to assemble  Easier installation thanks to good
accessibility

Maintenance optimised  Easy access for maintenance and 
service

No additional platform required Savings on infrastructure

No need for lifting equipment at height  Minimisation of 
technical aids

Increased work safety   Less time spent in hazardous areas 
at height

Endless belt drive  Maximum fall protection for the lift car

Advantages of the lower
engine position
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Other features

Design highlights

• Compact design with
low profile

• Toothed belt drive for
precise movement

• Belt tear detectaion for
early warning

• Overload detection to
protect the system

• Robuste heavy-duty
roller guide

• Lifting carriage
mounted inside double 
T-profile 

Maintenance locking
device

Typ: SAND-80-M-50-50-
T01S, or according to
customer specifications

• System is monitored
by limit switch

• Safe use thanks to
double bolt system
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Practical application example
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References

OEM‘s Tier1 & Suppliers Other MarketsLine Builder
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EXPERT-TÜNKERS GmbH

Seehofstr. 56-58

64653 Lorsch

For YOUR Time

Your success start beyond this point.

Scan for more Information

Phone: +49 (0) 6251 592 0

Mail: salesvb13@expert-tuenkers.de

mailto:salesvb13@expert-tuenkers.de
mailto:salesvb13@expert-tuenkers.de
mailto:salesvb13@expert-tuenkers.de

	Folie 1: EFG-Z Level Lifter
	Folie 2: Application
	Folie 3: Technical Data
	Folie 4: Development in comparison
	Folie 5: Drive unit with standby - motor
	Folie 6: Advantages of the lower engine position
	Folie 7: Other features 
	Folie 8: Practical application example
	Folie 9
	Folie 10: References
	Folie 11

