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Standard: 
 
Colors: 

• Fixed parts: 7035 RAL (Light gray) 

• Moving parts: 1004 RAL (Golden yellow)  

 
Drive: 

• Drive shaft  

• 2 x Belt  

• Coupling 

• Lift motor R97 DRN132M4 BE11 

• Locking motor K47 DRN71M4 BE05 

• Converters depending on the manufacturer 

 
Positioning: 

• Standard: Pepperl & Fuchs optical reader head 
with DataMatrix code band (PCV80-F200-SSI-V19) 

Optional:  

Pepperl & Fuchs WCS3B-LS310 with Skillet 

 
Maintenance marking:  

• TÜNKERS SAND-80-50-50-T05S 

Optional:  

1. Additional wiring 

2. Manual staking out 

 
Technical data: 

• Lifting speed   600 mm/s 

• lift acceleration  500 mm/s² 

• Emergency stop braking  
time controlled  0,6 s  

  

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
  
 
  
 
 
 
 
 
 
 
 
 

 
 
 
 
 
  

  

 

 

 

Key data Standard EFG 
 

Height H (mm)  ca. 7800 mm 
(stroke 4250 mm) 

Max. stroke S (mm) Up to 12000 

Width B* (mm) 3810  

Depth T* (mm)  695 

Max. Customer payload (kg) 1500 

Max. Load capacity** (kg) 8200 

Net weight*** (kg) 11950 kg Base weight +200kg/Meter  
(stroke 4250mm) 

Position oft he motor1) above 

* Without rollerbed and maintenance platform 

** Incl. lift cage, bracket, rollerbed and counterweight 

*** for working stroke >7500mm + for an additional strut column guide 

Special sizes available on request 

 

Type 
Class 

Max. Customer 
load 

(kg) 

Motor 
inverter 

(kW)  

EFG (Motor above) 

1500 
7,5 kW 

EFG-Z (Motor below) 

Locking unit 0,55 kW 

*) Other motor manufacturers available on request 
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Accessories: 

• Maintenance platform (optional railing with 
protective enclosure) 

• Walkable step protection 

• Crane extension rail 

• TÜNKERS maintenance marking 
SAND-80-50-50-T05S 

• Belt crack detection 4-fold roller guide for the car 
on the 

inside of the double T-profile 

Product details: 

www.expert-tuenkers.de/products/transporting-
technology/level-lifter 

 
Contact person:  

www.expert-tuenkers.de > Sales 

 

For further information and project inquiries, please 
contact us at salesvb13@expert-tuenkers.de 

Connection for 
rollerbed, for 

example 

Lift cage 

Servo converter for 
vertical movement 

(optional) 

Holder cable clamps 

Locking device 

Base plate 

Detail of PCV80 encoder head (standard) Detail of WCS3 encoder head (optional) 

Drive unit with 
maintenance plug 

at the top 

Stage with railing 
(optional) 

Counterweights 
(adjustable) 

Flat belt (2x) 

Converter for interlocking (optional) 

Impact buffer (damper) 
 

https://www.expert-tuenkers.de/products/transporting-technology/level-lifter/mn_45023?sprache=EN
https://www.expert-tuenkers.de/products/transporting-technology/level-lifter/mn_45023?sprache=EN
https://www.expert-tuenkers.de/kontakt/ansprechpartner/ansprechpartner-vertrieb/mn_45437?sprache=DE
https://www.expert-tuenkers.de/kontakt/ansprechpartner/ansprechpartner-vertrieb/mn_45437?sprache=DE
mailto:salesvb13@expert-tuenkers.de

