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EXPERT Cross-Conveyor

EXPERT-TÜNKERS offers a wide variety of solutions for the body-in-white production, that meet 
the high customer demands regarding cycle times, precision and smooth component transfer.

The EXPERT-TÜNKERS Lift-Powered-Rollerbeds have become a standard solution for the non-
linked operation due to its high reliability and flexible station design.
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EXPERT Cross-Conveyor
Functionality

The EXPERT-TÜNKERS skid cross-conveyor system connect different body-in-white production 
lines and are also used as compact skid-storage system.

Besides its core function to transfer skids in and out of the live production line, it is also 
possible to integrate an additional exit station for rework or control purposes.

The result is a very compact and stable structure that guarantees maximum 
performance and reliability.
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EXPERT Cross-Conveyor
System design

• Compact design

• Infeed and outfeed from the 

welding line

• Buffer storage in the 

production line

• Optionally with discharge 

station for reworking
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The example shows the 
standard configuration for 650 kg 
customer load with SEW-Motor

For a better representation, the heavy-
duty belt has been coloured yellow in 
our graphic.

Optional: 
Fixed stops 
Swivel stops

Adjustable 
delivery head

Sensor

Motor SEW
K39 DRN90S4BE2 

1,1 kW

MOVIMOT
flexible MMF3 

1,1kW

Optional cabling
(electrical installation)

Real representation of the 
heavy-duty belt from Habasit.
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EXPERT Cross-Conveyor
Technical data

Key data Direction of travel

Rear 
sensor 

position

Plastic modular 
conveyor belt

Sensor for 
speed regulation

Cardan shaft

Gear motor 1)

Frequency inverter

Max. usable 
length Ln

mm Ca. 
2800

Ca. 
5800

Ca. 
8800

Total length L mm 3232 6232 9232

Total height H mm Min: 480±25
Standard: 1580

(with substructure)

Width B*) mm Min: 1000
Standard: 4140

Outer width: + 260mm

Net weight per 
strand and side

kg/m 39

Net weight drive 
with cardan shaft 
(kg)

kg 100

Position of the 
motors1)

Front side

*) Special dimensions possible on request320 
mm must be added/subtracted for 
overlaps/pieces
1) Centre on request to allow two conveying 
directions
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EXPERT Cross-Conveyor

Type/classes
Type
class

Allowable 
weight (kg)

Motor controller 
(kW)

EFQ 1 650 DRN90S4BE2 
1,1kW

EFQ 2 1200 DRN90L4BE2 
1,5kW

EFQ 3 2000 DRN100LM4BE5 
2,2kW

Hint:
Frequency inverters and motors, standard SEW
optional other manufacturers

The illustration shows a nested module unit as an application 
example

Accessoires:
• Individual adaptation of the sensors to the 

movements profile
• Base frame and foundation plate 
• Holder for valve terminal and frequency inverter
• Base frame for stationary roller conveyor 
• Motorized / non-motorized support brackets, can be 

used between two stations if required
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EXPERT Cross-Conveyor

Under body concept
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10x = gap control

Inis Turk 40x40
6x = wider cross conveyor

4x = wider cross conveyor

4x = 4x roller bed + 4x eccentric
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EXPERT Cross-Conveyor

Transfertime

*The transfer times were determined for standard configurations. Deviations are possible
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EXPERT Cross-Conveyor

Application example
Battery mounting 

Our EXPERT Cross-Conveyor are also used in battery assembly. The Cross-Conveyor-
Systems connect different battery production lines and are also used as a compact 
storage system. In addition to the core function of transporting skids or tools in and out 
of the running production line, it is also possible to integrate an additional outfeed 
station for reworking or inspection purposes.
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OEMS Tier 1 & 
Zulieferer

Anlagenbauer Weitere Märkte & 
Gebiete

References
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Contact:
Nuno Martins

EXPERT-TÜNKERS GmbH
Seehofstr. 56-58
64653 Lorsch

Telefone +49 (0) 6251 / 592330
Mobile +49 (0) 172 / 5780811
Telefax +49 (0) 6251 / 592100

E-Mail nmartins@expert-tuenkers.de
Website www.expert-tuenkers.de

Thank you for your 
attention

https://www.expert-tuenkers.de/
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